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‘Raccords en Laiton Naturel et Laiton Nickelé
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Al’t. L552 - Mamelon en laiton naturel taraudé Male / Male - Norme A.C.S.
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Made en ltaly

DN’ M1/4” M3/8” M1/2” M3/4” M1 M1”% M1”%%. M2” M2”%

M3 M4”

DNz M1/4” M3/8” M1/2” M3/4” M1” M1”% M17%  M2”  M27%

M3”  M4”

Al’t. L552R - Mamelon Réduit en laiton naturel taraudé Male / Male - Norme A.C.S.

DN' M1/4” M3/8” M1/2” M1/2” M3/4” M1” M1” M1 M1”% M1”%2 M1”%. M2”

M2” MZ’!

DN? M1/8” M1/4” M1/4” M3/8” M1/2” M1/2” M3/4” M3/4” M1’ M1’ M1”% M1~

M1”%: M1
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f Al't. LSSZN - Mamelon en laiton nickelé taraudé Male / Male.
DN M1/4” M3/8” M1/2” M3/4” M1” M17%, M1 M2” M2, M3” M4”
DN? M1/4” M3/8” M1/2” M3/4” M1” M1”Y, M1 M2” M2, m3” M4”

Al’t. LSSZNR - Mamelon Réduit en laiton nickelé taraudé Male / Male.

DN' M1/4” M3/8” M1/2” M1/2” M3/4” M1” M1” M1”% M1”% M1”%%2 M17%. M2”

M2” M2”

DNz M1/8” M1/4” M1/4” M3/8” M1/2” M1/2” M3/4” M3/4” M1’ M1’ M1”% M1~

M1”% M1

Caractéristiques :
Corps : En laiton OT58 - CW617N Pression Service : 25 bar maxi.

Température maxi : 120°C a 10 bar Pression Epreuve : 70 bar maxi
Filetage : ISO 228 / ISO 7
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